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Ø 2,5 mm

Ø 4 mm

 GENERAL MEDICINE AND ENT INSTRUMENTS
 OTOSCOPE ACCESSORIES (DIAGNOSTIC AND OPERATING OTOSCOPE)

HEINE UniSpec®  Disposable Ear Specula

 Disposable. Hygienic and safe.

Original HEINE design and manufacture. Fit positively to the otoscope.

Assured quality. No sharp edges.

A clean, new speculum for each and every patient. The right size visible and 

 instantly available.

  UniSpec Disposable Ear Specula (grey) 

for BETA 100, K 100, Operating Otoscope

 Pack of 1000, 2.5 mm dia. (infants) 1000 pcs./1 pack B-000.11.242

 Pack of 1000, 4 mm dia. (adults) 1000 pcs./1 pack B-000.11.241

 UniSpec specula dispenser B-000.11.146

 Spreadable Nasal Speculum

 All-metal construction. Anatomically-correct rounded shape. Non-injuring.

For use with Operating Otoscope, BETA 100 Diagnostic Otoscope and Fiber 

Optic Nasal Illuminator.

 Spreadable Nasal Speculum B-000.11.231 

 Not recommended for use with K 100 Diagnostic Otoscopes.

 Reusable Specula 

 Moulded in high-density SANALON S, smooth surface. Easy to clean, can be 

 disinfected with conventional solutions. Autoclavable at 134°C.

Ergonomic Design. Painless and atraumatic insertion.

Metal security lock with bayonet fi tting. Long-lasting, positive fi t to the otoscope.

  Reusable Specula (black) 

for BETA 100, K 100 and Operating Otoscope

 1 set = 5 ear specula and 1 nose speculum B-000.11.221

 3 specula 3.5 / 4.5 / 5.5mm dia. B-000.11.222 

 Ear speculum 2.2 mm dia. B-000.11.215

 Ear speculum 2.8 mm dia. B-000.11.216

 Ear speculum 3.5 mm dia. B-000.11.217

 Ear speculum 4.5 mm dia. B-000.11.218

 Ear speculum 5.5 mm dia. B-000.11.219

 Nose speculum 10 mm dia. B-000.11.220

 2.2 mm dia.  2.8 mm dia. 3.5 mm dia.

4.5 mm dia.  5.5 mm dia. 10 mm dia.
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 Universal Speculum

 All-metal construction. Opens symmetrically from 2.5 to 15 mm.

Rotate ring to open branches. Stays put in any position.

For use with Operating Otoscope, BETA 100 Diagnostic Otoscope and Fiber 

Optic Nasal Illuminator.

 Universal Speculum B-000.11.239

 Not recommended for use with K 100 Diagnostic Otoscopes.

 Tip-Adaptor

 All-metal construction. Adaptor for AllSpec disposable tips (p. 13) for use with 

 diagnostic (BETA 100, K 100) and  operating otoscope.

 Tip-Adaptor B-000.11.306 

 Insufflation Bulb

 For Diagnostic Otoscopes.

 For pneumatic testing.

 Insuffl ation bulb for BETA 100 and K 100 Otoscopes B-000.11.240 
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 GERMANY

HEINE Optotechnik GmbH & Co. KG
82211 Herrsching 
Kientalstr. 7
Tel. +49 (0) 81 52-38 0 
Fax +49 (0) 81 52-3 82 02 
E-Mail: info@heine.com

 NORTH AMERICA 

HEINE USA LTD.
10 Innovation Way
Dover, NH 03820
Tel. (603) 7 42-71 03 
Fax (603) 7 42-72 17
Toll Free (800) 367-4872
E-Mail: service@heine-na.com

 AUSTRALIA

HEINE AUSTRALIA PTY. LTD.
Unit 9, 98 Old Pittwater Road 
P.O. Box 717 Brookvale 2100 
New South Wales 
Tel. +61 (0) 2-99 38 95 00 
Fax +61 (0) 2-99 39 23 05 
E-Mail: info@heine.com.au

 SWITZERLAND

HEINE (Schweiz) AG
Tobeläckerstr. 9 
CH-8212 Neuhausen am Rheinfall
Tel. +41 (0) 52- 6 72 22 66 
Fax +41 (0) 52- 6 72 63 77
E-Mail: heine-schweiz@schaffhausen.ch

 A company makes history and gives a name to 

outstanding product quality: HEINE. 

 Founded in 1946, family owned, rich in tradition and today 

international market leader in a  complete range of diagnostic 

instruments. HEINE products meet all  international standards 

(ISO/CE) and represent the leading edge in  precision and 

ergonomic design. Ongoing  dedication to research and 

development has created a solid and diverse technology 

base for continued quality and product  leadership. Over 

500 employees worldwide contribute to this success.

www.heine.com 

 We reserve the right to change 

specification without notice.
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